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Day1e Webb of the U.S.G.S. invited Robert Guy to go along on a

field trip to Pot Creek. The trip was made without a4y difficulty.

The road was dry but rough due to washing during the spring rrrnoff.

The first stop was nade at the U.S.G.S. gauge above the Matt Iriarner

Reservoir on Pot Creek. An icing condition rras found in the well of the

gauge house. This condition was alleviated and the gauge put in operating

condition. At 1:30 p.m. Dayle Webb neasured Pot Creek with a current

meter and calculated the flow to be 27.7 c.f.s.

From this point i-t was noted that nost of the snow in the valley

had melted with the exception of a few big drifts in the hol-Iows. The

south side of the slopes were bare but the north sl-opes were still snow

covered.

A small stream of water was fl-owing in Beeler Creek where it crosses

Searlers Lane (est. 0.5 c.f.s.). The Beeler Creek Channel was dry where

the road to the Matt Warner crossed it. Thi-s woul-d tend to indicate that

either the flow was soaking in the ground before it reached this point

or else it was being diverted into Pot Creek through Zelph Cafderrs

Ditch.

The Matt Warner Reservoir was filled and water was flowing over

tne spillway. Reservoi-r gauge height was I0l.B. The washed condition
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of the spiltray channel indlcated that a large volune of water had

recently flowed over the splI1wey. The partiel flune below the Matt

l{arner was washed out conpletely.

Cow hoIlow uas flowing en estlrated 2.O c.f .so

The Crouse (niff A[en) Reservoir wes full and a large streaa of

water was floulng through the spillway.

A reeent high water l-ine on the dan was noted. Thls water line 1s

approxlnately 18 to A inches above the rater level. The reason for this

hlgh water U-ne is not known, although, a temporary constriction in the

spillway channel eould have been the probable cause.

the U.S.G.S. gauge on the Utatr{olorado llne was vlsited ant the

gauge cheeked and put in operating condition. At this station the flow

of Pot Creek was 36.2 c.f.s. High water marks along the channel i-ndicated

that an extrene\r large volune of water had flowed down Pot Creek recently.


